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SPECIFICATIONS

CHASSIS

Form Factor 1U Rackmount

Model J312-S (SFF)

DIMENSIONS

W x H x L • 482.9mm x 43.5mm x 795.7mm
• 19” x 1.71” x 31.3”

Weight • L6: Approx. 12.43kg (27.4Ibs)
• L10: Approx. 22kg (48.5lbs)

PROCESSOR

CPU

• 2x 5th Generation Intel® Xeon®  
  (Emerald Rapids)
• Scalable processors
• Supports CPU TDP up to 250W
• Up to 3 UPI

SYSTEM MEMORY

Memory Capacity Up to 32x DDR5 slots: 8 channels/16 slots 
per channel

Memory Type Up to DDR5-5600 ECC RDIMM, up to 8TB 
max memory

ON-BOARD DEVICES

Chipset Intel® C741 Chipset

BMC

• ASPEED AST2600
• IPMI 2.0 with virtual media over 
  LAN, and KVM-over-LAN support
• Redfish supported

Network Controllers
• 1x host 1GbE RJ45  
• 1x dedicated BMC 1GbE RJ45 

RAID               
• VROC 8.0 NVMe RAID support
• PCIe add-in card NVMe/SAS/SATA  
  support

Security
• Trusted Platform Module (TPM) 2.0
• Intel® PFR 3.0
• Intrusion Detection kit (optional)

ADDITIONAL I/O

Rear USB • 2x USB 3.0 


